
OFFICE OF THE TEQIP - III 

National Institute of Technology Karnataka Surathkal 

P.O. Srinivasnagar - 575 025, Karnataka 

Phone: 91-824-2473072 

No. NITK/TEQIP-II1/2021/Corrigendum_DS Date: 27-Jan-202 1 

Corrigendum to the tender with the following details. 

The following Item has been floated in the NIC CPPP under Open Tender as per the 

following dctails. 

Table: Tender Details. 

Package Ref. No. TEQIP-II/2020/ntis/114 

CPPP Tender Id 2021_WBNIK_609921 1 

Package Name Digital Studio Turnkey Solution 

Estimated Price (INR) INR 21,00,000 

Tender Floated On 2021 WBNIK_611512_1 
Bid Submission End date 5-Feb-2021 

Bid Opening Date 8-Feb-2021 

Mode of Procurement Open Tender / NCB 

(CPPP/PMSS) 
The following Corrigendum is now applied to the above tender. Please note that the old 

values will no longer be valid. The new values may be considered for the technical and 

financial offering for this bid. 

Table: Corrigendum. 

Old Value New Value 

Internal Connectivity HDMI 4 x 2 HDMI HDMI 4 x 2 
HDMI Matrix 

Internal Connect
Matrix Switcher with 

ivity HDMI 2.0, HDCP 2.2 

& 1.4, Support 18 

Gbps 

Switcher with 

HDMI 2.0, HDCP 

2.2 & 1.4, 
Support 18 Gbps 

uncompressed 
bandwith on all 

uncompressed 
bandwith on all 

HDMI ports 

HDMI ports 
Switcher - Video up to 4K, 2K@60hz. 
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Video Resolution up to 4K, Resolution YCbCr 4:4:4. 

2K@60hz. YCbCr 
4:4:4. Support for Dolby 

Vision, HDR 10+, 
HLG and CEC funct 

Switcher - Other 

Vidco features 
Other Video Support for 

Dolby Vision, 
HDR 10+, HLG 
and CEC funct 

support 
features ion required. 

Outputs to support Support 
4K 
to 1080P downscale ion required. 

Outputs to 
Support 4K 

to 1080P 
downscale funct 

funct ion. Support 
for ARC required. 
Support EDID 

management. 
ion. Support for 

ARC required. 

Support EDID 
management. 

Switcher - Audio Inbuilt Audio 
Support and 
Features Required 

extractor L/R analog 
and Opt ical out. 
Minimum 8 Universal 
rat ing 5 Amp 
Socket with 

Audio Support Inbuilt Audio 

extractor L/R 
analog and Opt 
ical out. 

and 
Features miniature circuit 

Required breaker. 
Minimum 8 
Universal rat ing 
5 Amp Minimum 8 Universal 

rating 5 Amp Socket 
Sockets on Podium 

Socket with 
with miniature miniature circuit 
circuit breaker. breaker. 

4 Recording and Streaming Hardware 

Inputs Built-in at least 4 Inputs- 

HDMI/ IP / 3G-SDI / DVI 

(any combination thereof) 

InputsBuilt-in 4 Inputs 
HDMI, IP, 3G-SDI, DVI | 

Nodal Officer Procurement, TEQIP-IlI Coordinator, TEQIP-III 
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