
National Institute of Technology Karnataka, Surathkal, Mangaluru – 575025. 

Building and Works Section: Details of contract awarded - Works estimate costing ̀  2.00 lakh and above - Statement for the month of March, 2019. 

Sl. 
No. 

Name of work Tender 
notification no. 

Date Nature of 
tender: 
Open/ 
limited 

Amount put 
to tender 

Tender 
awarded to 

Tender 
awarded 
amount 

Tender 
Percentage 

Work order 
no. and date 

Nature of work 

1 Extension & 
widening of existing 
Asphalt road at 
Campus amenity 
building 

No. 82 / CA 
Road/ Tender-
21/ 2018-19 / 

HD  
[e-tender] 

17-01-2019 Open 
[e-Tenders 

on e-
procurement 

mode] 

` 7,83,674 
(including GST) 

Mr. T R 
Roshan, M/s 

Rithvik 
Infrastructure, 

Kulai, 
Mangaluru 

` 7,40,376 
(including GST) 

(-) 5.53% No. 82 / CA 
Road/  

2018-19/ HD 
dated  

19-03-2019  
 

The work involves 
granular  subbase, 
laying stone 
aggregates in WBM, 
applying tack coat, 
providing SDBC 
30mm compacted 
thickness, providing 
curb stone and 
painting 

2 Providing Internal 
painting to some of 
the staff quarters 
building  in NITK 

No. 82 / Qtrs / 
Tender-22/ 

2018-19 / HD  
[e-tender] 

31-01-2019 Open 
[e-Tenders 

on e-
procurement 

mode] 

` 6,22,238 
(including GST) 

Mr. Sudheer 
Suvarana, 

Madya, 
Surathkal 

` 4,43,329 
(including GST) 

(-) 28.75% No. 82/ Qtrs/ 
2018-19 / 
HD dated  

19-03-2019 

The work involves 
providing painting in 
one coat with plastic 
emulsion paint, 
providing floor paint 
without primer, 
providing one coat of 
enamel paint on 
wood /metal surface, 
providing one coat of 
varnishing to some of 
staff quarters 

3 Construction of 
masonry structures 
to facilitate Rifle 
shooting range for 
NITK NCC Cadets 

No. 82 / MAB/ 
NCC/ Tender-
23/ 2018-19 / 

HD  
 [e-Tender] 

31-01-2019 Open 
[e-Tenders 

on e-
procurement 

mode] 

` 6,34,556 
[Including GST] 

 

Mr. B R Kotian, 
Bolar Katte, 
Mangaluru 

` 4,88,709  
[Including GST] 

 

(-) 22.98% No. 82 / 
MAB/ NCC/ 
2018-19 / 
HD dated  

20-03-2019 

The work involves 
construction of             
masonry structure 
(wall) for a height of 
5.50 meters and for a 
total length of 16.46 
meters using laterite 
and granite stones, 
plastering the surface 
and painting with 
external anti-fungal 
painting 

 


